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Modbus Data Logger 
 

RC53 

 

- Keep Data as Tag Max. 80 Tags 

(128 Tags Option) 

- Keep Record in csv File Format (Excel) 

- Remappable Modbus Register Address 

- Provides Modbus TCP Server 

- Support Micro SD Card up to 32 GB. 
 

Modbus Data Logger RC53 เป็นอุปกรณ์ที่ถูกออกแบบมาเพื่อท าหน้ารวบรวมข้อมูลจาก
อปุกรณภ์าคสนาม (Field Devices) เช่น PLC, Power Meter, Flow Meter, Analog Module, RTU 

ฯลฯ ที่สื่อสารดว้ยโปรโตคอล MODBUS RTU/ASCII/TCP โดยการเก็บรวบรวมขอ้มลูของอปุกรณต่์างๆไวใ้น
รูปของ “ป้ายขอ้มูล (Data Tag)” คลา้ยกับการท างานของโปรแกรม SCADA และท าการบนัทึกขอ้มูลลงใน 
Memory Card (Micro SD) ซึ่งสามารถถอดไดเ้พื่อน าไปโหลดขอ้มลูลงในเครื่องคอมพิวเตอร ์

ขอ้มูลที่ถูกบนัทึกนัน้จะถูกจดัเก็บในรูปแบบของไฟลส์กุล csv ซึ่งสามารถน ามาแสดงผลในแบบตวัเลข
หรือ Plot Trend Graph โดยใช้โปรแกรม Excel ซึ่งจะช่วยให้สะดวกในการน าข้อมูลไปท าการค านวณ
เพิ่มเติมหรือจดัท ารายงาน 

RC53 นอกจากจะท าหนา้ที่รวบรวมขอ้มูลจากอุปกรณ์ MODBUS ต่างๆแลว้ ยงัสามารถแชรข์อ้มูลที่
รวบรวมไว ้ใหก้บัอปุกรณอ่ื์นมาอ่านเพื่อน าไปใชง้านต่อไดอี้กดว้ย โดยผ่านโปรโตคอล MODBUS TCP/IP อีก
ทัง้ยังสามารถเปลี่ยนต าแหน่งของรีจีสเตอร ์(Remappable Modbus Register Address) โดยใหจ้ดัเรียง
ต าแหน่งใหม่ไดต้ามตอ้งการ 
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Specifications

Ethernet Interface 

Speed: 10/100 Mbps, Full-duplex or  

Half-duplex, Auto MDI/MDIX 

Connector: RJ45 

Standard: 10 Base-T/100 Base-T Standard 

Transmission: 100 m. 

Protocols: TCP/IP, UDP, DHCP, HTTP, 

MODBUS TCP Server (Max. 4 Connection), 

MODBUS TCP Client (Max. 4 Connection) 

Configuration: Web Console 

Serial Interface 

Serial Standards:  

RS232 Through D-Type 9 Pin Connecter 

RS485/422 (Isolated) 5 Pin Terminal Block 

Loading: RS485/422 Max 32 Unit 

Distance:  

RS232 Length 15 m. 

RS485/422 Length 1 Km. 

Protocol: Modbus RTU, ASCII 

Serial Parameter 

Baud Rate: 4800, 9600, 19200, 38400, 

57600, 115200 

Data Bits: 7, 8 

Stop Bit: 1, 2 

Parity: None, Odd, Even 

Record 

Storage Interface: 4 - 32 Gbytes 

Data Tag: 80 Tags (128 Tags Optional) 

Power Requirements 

Power Supply: 12 to 24 VDC 

Power Consumption 

Standby: 80 mA @ 12 VDC (960 mW) 

Environmental Limits 

Operating Temperature: 0 to 55 °C 

Operating Humidity: 5 to 95% RH 

Storage Temperature: 0 to 70 °C 

Physical Characteristics 

Dimension: W30 x H122 x D98 mm. 

Mounting: DIN Rail 

Warranty 

Warranty Period: 5 Year 

 

 

 

 

 

 

 

 

 

Ordering Information Specify Data Capacity 

Example   RC53/80 Tags

Package Checklist 

1. RC53 2. LAN Cable 3. Memory Card   

 

http://www.wisco.co.th/
mailto:info@wisco.co.th

